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NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON 90% 
OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS SHOWN 
AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH FACTORS 
INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER AND SEA 
CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEVER THAT THIS 
PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT.

WEIGHT SUMMARY

Test Date: 22-May-2017

T E S T  # 1

MODEL 170 Montauk

HULL # USBWCE2318D717     

ENGINE Mercury® 90 
FourStroke

HORSEPOWER 90

GEAR RATIOS 2:38 : 1

PROP 14 1/4 x 18 Enertia

FUEL CAPACITY 25 gallons

Notable options: Teak Package, Suntop, 
Livewell, Fishing Package

DRY WEIGHT 2,050 lbs

FUEL 25 gallons

WATER 0 gallons

TEST GEAR 20 lbs

PERSONNEL 320 lbs

TEST WEIGHT 2,544 lbs

WATER CONDITIONS 80° F

WEATHER  
CONDITIONS 82° F

        SPEED          FUEL CONSUMPTION  

RPM mph knots gph mpg nmpg range (mi)

Idle 600 2.3 2.0 0.3 7.67 6.66 173

1000 3.5 3.0 0.6 6.36 5.53 143

1500 5.1 4.4 1.0 5.10 4.43 115

2000 6.6 5.7 1.5 4.40 3.82 99

2500 7.4 6.4 2.1 3.61 3.13 81

2750 8.8 7.6 2.5 3.52 3.06 79

3000 11.1 9.6 2.9 3.83 3.32 86

3250 17.1 14.8 2.9 6.00 5.21 135

3500 20.1 17.5 3.2 6.38 5.54 144

4000 25.0 21.7 4.1 6.10 5.30 137

4500 29.6 25.7 5.2 5.69 4.94 128

5000 33.3 28.9 6.3 5.33 4.63 120

5500 37.0 32.1 8.2 4.51 3.92 102

WOT 5800 38.7 33.6 8.5 4.58 3.98 103
       

ACCELERATION: TIME TO PLANE 4.3 SECS  |  IDLE - 30 MPH - 9.8 SECS    
 

170 MONTAUK

#This data is internal to Brunswick.

Model: 170 Montauk 2018 Test Date: 22-May-17
Hull #: USBWCE2318D717 Test Team: D. Walls, D. Mitner

Engine: Mercury 90 Four Stroke Test Report: B. Garza
Horsepower: 90

Gear Ratio: 2.38:1
Prop: 14 1/4 x 18P Enertia

Fuel Capacity: 25 gal Weight Summary:
Notable Options: Fishing package, livewell, Dry Weight: 2050 lbs

teak package, bimini top Fuel: 25 gal
Water: 0 gal

Test Gear: 20 lbs
Water Conditions: 80 deg F Personnel: 320 lbs

Weather Conditions: 82 deg F Test Weight: 2544 lbs

RPM mph knots gph mpg nmpg range (mi)
Idle 600 2.3 2.0 0.3 7.67 6.66 173

1000 3.5 3.0 0.6 6.36 5.53 143
1500 5.1 4.4 1.0 5.10 4.43 115
2000 6.6 5.7 1.5 4.40 3.82 99
2500 7.4 6.4 2.1 3.61 3.13 81
2750 8.8 7.6 2.5 3.52 3.06 79
3000 11.1 9.6 2.9 3.83 3.32 86
3250 17.1 14.8 2.9 6.00 5.21 135
3500 20.1 17.5 3.2 6.38 5.54 144
4000 25.0 21.7 4.1 6.10 5.30 137
4500 29.6 25.7 5.2 5.69 4.94 128
5000 33.3 28.9 6.3 5.33 4.63 120
5500 37.0 32.1 8.2 4.51 3.92 102

WOT 5800 38.7 33.6 8.5 4.58 3.98 103

Acceleration: time to plane 4.3 secs
Idle - 30 mph 9.8 secs

Notes: 1) Speed determined by GPS, Fuel consumption based on total usage by the engines. MPG computed from MPH & GPH.  Range based on 90% of total fuel capacity.
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NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON 90% 
OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS SHOWN 
AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH FACTORS 
INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER AND SEA 
CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEVER THAT THIS 
PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT.

WEIGHT SUMMARY

Test Date: 01-May-2017

T E S T  # 2

MODEL 170 Montauk

HULL # USBWCE2318D717

ENGINE Mercury® 115 
FourStroke

HORSEPOWER 115

GEAR RATIOS 2:38 : 1

PROP 13 5/8 21P Enertia

FUEL CAPACITY 25 gallons

Notable options: Teak Package, Suntop, 
Livewell, Fishing Package

DRY WEIGHT 2,050 lbs

FUEL 25 gallons

WATER 0 gallons

TEST GEAR 20 lbs

PERSONNEL 390 lbs

TEST WEIGHT 2,614 lbs

WATER CONDITIONS 80° F

WEATHER  
CONDITIONS 83° F

        SPEED          FUEL CONSUMPTION  

RPM mph knots gph mpg nmpg range (mi)

Idle 600 2.0 1.7 0.4 5.00 4.34 113

1000 3.6 3.1 0.7 5.14 4.47 116

1500 5.5 4.8 1.1 5.24 4.55 118

2000 7.0 6.1 1.7 4.24 3.68 95

2500 8.3 7.2 2.6 3.25 2.83 73

2750 10.2 8.9 3.0 3.40 2.95 77

3000 16.3 14.2 3.1 5.34 4.64 120

3250 20.1 17.5 3.1 6.48 5.63 146

3500 23.1 20.1 3.4 6.79 5.90 153

4000 27.9 24.2 4.8 5.87 5.10 132

4500 32.3 28.0 6.4 5.05 4.38 114

5000 37.1 32.2 8.1 4.61 4.00 104

5500 41.7 36.2 10.0 4.19 3.64 94

WOT 6000 46.0 39.9 11.2 4.11 3.57 92
       

ACCELERATION: TIME TO PLANE 4.9 SECS  |  IDLE - 30 MPH - 10.2 SECS   
 

170 MONTAUK
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NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON 90% 
OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS SHOWN 
AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH FACTORS 
INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER AND SEA 
CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEVER THAT THIS 
PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT.

170 MONTAUK

#This data is internal to Brunswick.
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170 Montauk 2018 Engine Comparison Graph

Mercury 90 Four Stroke Mercury 115 Four Stroke


