2027

250 Outrage

Test #1

TEST DATE: 03/22/2018 SPEED FUEL CONSUMPTION
Model 250 Outrage 2016 RPM MPH KNOTS  GPH MPG NMPG  RANGE®™
IDLE 600 29 25 1.0 2.85 247 441
Hull# USBWCE1061K516

1000 52 45 19 2.71 2.35 420
Erane  TWin Mercury 200 1500 7.3 6.3 35 2.10 1.82 325

9ne  vecMms
2000 85 7.3 57 1.50 1.30 232
Horsepower 400 2500 10.7 9.3 8.2 1.30 113 202
_ 2750 135 17 97 1.40 121 217

Gear Ratios  1.85:1
3000 19.6 17.0 10.2 193 168 299
Prop | 14 3/8"x19" Enertia 3250 243 211 106 230 2.00 357
Fuel . 3500 282 245 1.2 2.52 2.19 390
Capacity
4000 347 30.1 152 2.29 199 354
Notable Options: T-top, Premium 4500 40.6 35.2 19.2 21 1.83 327
package, windlass, aft livewell

5000 456 396 237 192 167 298
WEIGHT SUMMARY 5500 50.6 439 362 1.40 121 216
WOT 5800 519 45.1 369 141 122 218

Dry Weight 6911 Ibs

ACCELERATION: TIME TO PLANE 5.3 SECS | IDLE - 30 MPH -

Water 0O gal 60 3.00
50
Test Gear 20 Ibs
40 2.00
Personnel 390 Ibs -
& o
=30 a
. [ =
Test Weight 7850 Ibs =
20 1.00
Water
o 72 deg F
Conditions 10
Weather 0 0.00
. 66 deg F 0 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500
Conditions
RPM
NOTES: 1) SPEED DETERMINED BY GPS, FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON 90%
OF TOTAL FUEL CAPACITY.
2) THE PERFORMANCE DATA SHOWN ABOVE SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS SHOWN AND ON THE BOSTON
DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH FACTORS INCLUDE, BUT ARE W”A‘ER
NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TUNA TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER AND SEA CONDITIONS,
ENGINE CONDITION, PROPELLER CONDITION, AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEVER THAT THIS ®

PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT.



2027

250 Outrage

Test #2

TEST DATE: 03/26/2018 SPEED FUEL CONSUMPTION
Model 250 Outrage 2016 RPM MPH KNOTS GPH MPG NMPG RANGE ™
IDLE 600 2.8 2.4 1.1 2.62 2.27 405
Hull# USBWCE1061K516
1000 53 4.6 2.0 2.69 2.34 417
. Twin Mercury 200 1500 7.6 6.6 83 2.30 2.00 357
Engine
V6 CMS
2000 89 7.7 5.6 1.58 137 245
Horsepower 450 2500 111 9.6 8.2 1.36 118 21
) 2750 13.7 11.9 9.8 140 122 217
Gear Ratios  1.85:1

3000 20.8 18.0 10.2 2.04 178 316
Prop 14 3/8x 19" Enertia 3250 25.1 218 107 234 2.03 362
Fuel 3500 289 25.1 1.3 2.57 2.23 398

. 172 gal

Capacity
4000 34.6 30.0 15.0 2.30 2.00 357
Notable Options:Hardtop, Premium 4500 40.4 35.0 19.4 2.09 1.81 323
package, Windlass, Aft livewell

5000 451 39.2 26.9 1.68 146 260
WEIGHT SUMMARY 5500 50.4 438 359 1.41 122 218
WOT 6000 545 473 397 137 1.19 213

Dry Weight 6911 Ibs

ACCELERATION: TIME TO PLANE 5.2 SECS | IDLE - 30 MPH -

60 3.00
Water 0O gal
e, =g Mph —g—gph —o—mpg
50 \
Test Gear 20 Ibs ¢
40 2.00
Personnel 390 lbs z
(] [+
3 o
% -
Test Weight 7721 Ibs B
20 1.00
Water
o 70 deg F 10
Conditions
0 0.00
Weather 70 deq F 0 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 5000 6500
- eg
Conditions RPM
NOTES: 1) SPEED DETERMINED BY GPS, FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON 90%
OF TOTAL FUEL CAPACITY.
2) THE PERFORMANCE DATA SHOWN ABOVE SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS SHOWN AND ON THE BOSTON
DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH FACTORS INCLUDE, BUT ARE W”A‘ER
NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TUNA TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER AND SEA CONDITIONS,
ENGINE CONDITION, PROPELLER CONDITION, AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEVER THAT THIS ®

PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT.
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2027

250 Outrage

250 Outrage Engine Comparison Graph
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NOTES: 1) SPEED DETERMINED BY GPS, FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON 90%
OF TOTAL FUEL CAPACITY.

2) THE PERFORMANCE DATA SHOWN ABOVE SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS SHOWN AND ON THE
DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH FACTORS INCLUDE, BUT ARE
NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TUNA TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER AND SEA CONDITIONS,
ENGINE CONDITION, PROPELLER CONDITION, AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEVER THAT THIS
PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT.
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